
ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÄËß ÏÐÅÑÑÎÂ AMADA-FINN POWER

Tîîls for Amada - Finn Power machines



ÄËß ÇÀÌÅÒÎÊ
For notes
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ÌÀÒÐÈÖÀ

Die

4018

ÏÓÀÍÑÎÍ Â ÑÁÎÐÅ

Punch ass’y

90011

ÑÚÅÌÍÈÊ 

Stripper plate

E017

ÍÀÏÐÀÂËßÞÙÀß ÏÓÀÍÑÎÍÀ

Punch guide

G016

ÏÓÀÍÑÎÍ

Punch

9015

ÄÅÐÆÀÒÅËÜ ÏÐÓÆÈÍÛ

Retainer collar with o-ring

CL014

ÑÒÀËÊÈÂÀÞÙÀß ÏÐÓÆÈÍÀ

Spring

MA013

ÃÎËÎÂÊÀ ÏÓÀÍÑÎÍÀ

Punch head

BM012

ÍÀÈÌÅÍÎÂÀÍÈÅ / DescriptionCod.Ref.

Die

Punch guide

Punch

o-

.
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Ñòàíöèÿ “À”
ìàêñèìàëüíûé ðàçìåð d 12,7 ìì 
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

®

© 2007

®
Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

Ñòàíöèÿ “À”
Art. 9001 - 401

ìàêñèìàëüíûé ðàçìåð d 12,7 ìì 

Technical notes:
- Hardened, tempered guides with standard references 0°\90° for oval and rectangular punches- 
0°\135° for square punches
- Anti-scrap dies as per request
- Hardened HSS punches with induction annealing of the threaded part to avoid breakings.

On request :
- Version for machines with automatic lubrication
- Special references
- Special SSK punches for heavy workings 
- TIN –TIALN coatings
- Version with guided punch cutting for very small cutting dimensions in order to
 avoid breakings

Òåõíè÷åñêèå õàðàêòåðèñòèêè:
- Çàêàëåííûå è îòïóùåííûå íàïðàâëÿþùèå èìåþò ñòàíäàðòíûå óãëû îòñ÷åòà 0°\90° äëÿ 
îâàëüíûõ è ïðÿìîóãîëüíûõ ïóàíñîíîâ è 0°\135° äëÿ êâàäðàòíûõ ïóàíñîíîâ
- Ìàòðèöû ñ îáëåã÷åííûì îòâîäîì îòõîäîâ ñîãëàñíî äîïîëíèòåëüíûì òðåáîâàíèÿì. 
- Ïóàíñîíû èç áûñòðîðåçíîé ñòàëè HSS âî èçáåæàíèè ïîëîìêè ñíà÷àëà çàêàëèâàþò, à çàòåì 
íåìíîãî îòïóñêàþò.

Äîïîëíèòåëüíûå âîçìîæíîñòè :
- Âåðñèè äëÿ ïðåññîâ ñ àâòîìàòè÷åñêèì ñìàçûâàíèåì
- Ñïåöèàëüíûå çàêàçû 
- Ïóàíñîí èç ñòàëè SSK äëÿ ïðîáèâêè ìåòàëëà ïîâûøåííîé ïðî÷íîñòè
- Ïîêðûòèå TIN - TIALN
- Âåðñèè óêîðî÷åííûõ ïóàíñîíîâ, ïðèìåíÿåìûõ äëÿ ïóàíñîíîâ íåáîëüøèõ ðàçìåðîâ,
êîòîðûå ïðèâîäÿò ê ðèñêó èõ ïîëîìêè.
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Ñòàíöèÿ “À”
ìàêñèìàëüíûé ðàçìåð d 12,7 ìì 
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

4018

9001R1

E017

G01R6

901R5

CL01R4

MA01R3

BM01R2

Cod.Ref.

1

2

Cod.Ref.

ÌÀÒÐÈÖÀ

Die

ÏÓÀÍÑÎÍ Â ÑÁÎÐÅ

Punch ass’y

ÑÚÅÌÍÈÊ 

Stripper plate

ÍÀÏÐÀÂËßÞÙÀß ÏÓÀÍÑÎÍÀ

Punch guide

ÏÓÀÍÑÎÍ

Punch

ÄÅÐÆÀÒÅËÜ ÏÐÓÆÈÍÛ

Retainer collar with o-ring

ÑÒÀËÊÈÂÀÞÙÀß ÏÐÓÆÈÍÀ

Spring

ÃÎËÎÂÊÀ ÏÓÀÍÑÎÍÀ

Punch head

ÍÀÈÌÅÍÎÂÀÍÈÅ / Description

Die

Punch guide

Punch

o-
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

®

© 2007

®
Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

Ñòàíöèÿ “À”
Art. 9001R - 401

ìàêñèìàëüíûé ðàçìåð d 12,7 ìì 

Òåõíè÷åñêèå õàðàêòåðèñòèêè:
- Çàêàëåííûå è îòïóùåííûå íàïðàâëÿþùèå èìåþò ñòàíäàðòíûå óãëû îòñ÷åòà 0°\90° äëÿ 
îâàëüíûõ è ïðÿìîóãîëüíûõ ïóàíñîíîâ è 0°\ 135° äëÿ êâàäðàòíûõ ïóàíñîíîâ
- Ìàòðèöû ñ îáëåã÷åííûì îòâîäîì îòõîäîâ ñîãëàñíî äîïîëíèòåëüíûì òðåáîâàíèÿì. 
- Ïóàíñîíû äëÿ ïðîáèâêè ìåòàëëà ïîâûøåííîé ïðî÷íîñòè. 
- Ïóàíñîíû èç áûñòðîðåçíîé ñòàëè HSS âî èçáåæàíèè ïîëîìêè ñíà÷àëà çàêàëèâàþò, à çàòåì 
íåìíîãî îòïóñêàþò.

Äîïîëíèòåëüíûå âîçìîæíîñòè :
- Âåðñèè äëÿ ïðåññîâ ñ àâòîìàòè÷åñêèì ñìàçûâàíèåì
- Ñïåöèàëüíûå çàêàçû 
- Ïóàíñîí èç ñòàëè SSK äëÿ ïðîáèâêè ìåòàëëà ïîâûøåííîé ïðî÷íîñòè
- Ïîêðûòèå TIN - TIALN
- Âåðñèè óêîðî÷åííûõ ïóàíñîíîâ, ïðèìåíÿåìûõ äëÿ ïóàíñîíîâ íåáîëüøèõ ðàçìåðîâ,
êîòîðûå ïðèâîäÿò ê ðèñêó èõ ïîëîìêè.

Technical notes:
- Hardened, tempered guides with standard references 0°\90° for oval and rectangular punches- 
0°\135° for square punches
-  Anti-scrap dies as per request
-  Reinforced punches for strong loads
- Hardened HSS punches with induction annealing of the threaded part to avoid breakings.

On request :
- Version for machines with automatic lubrication
- Special references
- Special SSK punches for heavy workings 
- TIN –TIALN coatings
- Version with guided punch cutting for very small cutting dimensions in order to avoid 
breakings
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Ñòàíöèÿ “Â”
ìàêñèìàëüíûé ðàçìåð d 31,7 ìì 
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

4028

9002L1

E027

G026

902L5

CL024

MA023

BM022

Cod.Ref.

1

2

Cod.Ref.

ÌÀÒÐÈÖÀ

Die

ÏÓÀÍÑÎÍ Â ÑÁÎÐÅ

Punch ass’y

ÑÚÅÌÍÈÊ 

Stripper plate

ÍÀÏÐÀÂËßÞÙÀß ÏÓÀÍÑÎÍÀ

Punch guide

ÏÓÀÍÑÎÍ

Punch

ÄÅÐÆÀÒÅËÜ ÏÐÓÆÈÍÛ

Retainer collar with o-ring

ÑÒÀËÊÈÂÀÞÙÀß ÏÐÓÆÈÍÀ

Spring

ÃÎËÎÂÊÀ ÏÓÀÍÑÎÍÀ

Punch head

ÍÀÈÌÅÍÎÂÀÍÈÅ / Description

Die

Punch guide

Punch

o-
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

®

© 2007

®
Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

Ñòàíöèÿ “B”
Art. 9002L - 402

ìàêñèìàëüíûé ðàçìåð d 31,7 ìì 

Òåõíè÷åñêèå õàðàêòåðèñòèêè:
- Çàêàëåííûå è îòïóùåííûå íàïðàâëÿþùèå èìåþò ñòàíäàðòíûå óãëû îòñ÷åòà 0°\90° äëÿ 
îâàëüíûõ è ïðÿìîóãîëüíûõ ïóàíñîíîâ è 0°\ 135° äëÿ êâàäðàòíûõ ïóàíñîíîâ
- Ìàòðèöû ñ îáëåã÷åííûì îòâîäîì îòõîäîâ ñîãëàñíî äîïîëíèòåëüíûì òðåáîâàíèÿì. 
- Ïóàíñîíû èç áûñòðîðåçíîé ñòàëè HSS âî èçáåæàíèè ïîëîìêè ñíà÷àëà çàêàëèâàþò, à çàòåì 
íåìíîãî îòïóñêàþò.
Äîïîëíèòåëüíûå âîçìîæíîñòè :

- Âåðñèè äëÿ ïðåññîâ ñ àâòîìàòè÷åñêèì ñìàçûâàíèåì
- Ñïåöèàëüíûå çàêàçû 
- Ïóàíñîí èç ñòàëè SSK äëÿ ïðîáèâêè ìåòàëëà ïîâûøåííîé ïðî÷íîñòè
- Ïîêðûòèå TIN - TIALN
- Âåðñèè óêîðî÷åííûõ ïóàíñîíîâ, ïðèìåíÿåìûõ äëÿ ïóàíñîíîâ íåáîëüøèõ ðàçìåðîâ,
êîòîðûå ïðèâîäÿò ê ðèñêó èõ ïîëîìêè.

Technical notes:
- Hardened, tempered guides with standard references 0°\90° for oval and rectangular punches- 
0°\135° for square punches
- Anti-scrap dies as per request
- Hardened HSS punches with induction annealing of the threaded part to avoid breakings.

On request :
- Version for machines with automatic lubrication
- Special references
- Special SSK punches for heavy workings
- TIN –TIALN coatings
- Version with guided punch cutting for very small cutting dimensions in order to avoid 
breakings

pag. 2-8



© 2007

®

pag. 2-9

Ñòàíöèÿ “C”
ìàêñèìàëüíûé ðàçìåð d 50,8 ìì 
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

Cod.Ref.

ÍÀÏÐÀÂËßÞÙÀß ÏÓÀÍÑÎÍÀ

Punch guide

G036

ÏÀÒÐÎÍ ÏÓÀÍÑÎÍÀ

Spigot

CD034

ÃÎËÎÂÊÀ ÏÓÀÍÑÎÍÀ

Punch head

BM032

ÑÒÀËÊÈÂÀÞÙÀß ÏÐÓÆÈÍÀ

Cone disk springs

MA033

ÔÈÊÑÈÐÓÞÙÀß ØÏÎÍÊÀ

Key

CH035

ÊÎÌÏËÅÊÒ Â ÑÁÎÐÅ  

(áåç ïóàíñîíà è ñúåìíèêà)

Set ass ’y (without punch and 
stripper plate)

90031

ÌÀÒÐÈÖÀ

Die

4039

ÑÚÅÌÍÈÊ 

Stripper plate

E038

ÏÓÀÍÑÎÍ

Punch

9037

6

Punch

ÍÀÈÌÅÍÎÂÀÍÈÅ / Description
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

®

© 2007

®
Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

Òåõíè÷åñêèå õàðàêòåðèñòèêè:
- Çàêàëåííûå è îòïóùåííûå íàïðàâëÿþùèå èìåþò ñòàíäàðòíûå óãëû îòñ÷åòà 0°\90° 
- Óãëû îòñ÷åòà 0°\ 135° äëÿ êâàäðàòíûõ ïóàíñîíîâ
- Ìàòðèöû ñ îáëåã÷åííûì îòâîäîì îòõîäîâ ñîãëàñíî äîïîëíèòåëüíûì òðåáîâàíèÿì è 
ñòàíäàðòíûìè óãëàìè îòñ÷åòà 0° \ 90° --  0° \ 135°
- Ãíåçäî øïîíêè íà ìàòðèöå ïîçèöèîíèðóåò åå â îñíîâàíèè, ÷òî ïîçâîëÿåò èçáåæàòü ðàçëîìà 
ìàòðèöû.
- Ïóàíñîíû èç ñòàëè HSS çàêàëèâàþò.

Äîïîëíèòåëüíûå âîçìîæíîñòè :
- Âåðñèè äëÿ ïðåññîâ ñ àâòîìàòè÷åñêèì ñìàçûâàíèåì
- Ñïåöèàëüíûå çàêàçû 
- Ïóàíñîí èç ñòàëè SSK äëÿ ïðîáèâêè ìåòàëëà ïîâûøåííîé ïðî÷íîñòè
- Ïîêðûòèå TIN - TIALN
- Âåðñèè óêîðî÷åííûõ ïóàíñîíîâ, ïðèìåíÿåìûõ äëÿ ïóàíñîíîâ íåáîëüøèõ ðàçìåðîâ,
êîòîðûå ïðèâîäÿò ê ðèñêó èõ ïîëîìêè.

Technical notes:
- Hardened, tempered guides with standard references 0°\90° 
- References 0°\135° on square punches
- Anti-scrap dies as per request, standard references 0°\90° -- 0°\135°
- Keyways on the dies with rayed bottom in order to avoid initial cracking.
- Hardened HSS punches.

On request :
- Version for machines with automatic lubrication
- Special references
- Special SSK punches for heavy workings
- TIN –TIALN coatings
- Version with guided punch cutting for very small cutting dimensions in order to avoid 
breakings

Ñòàíöèÿ “Ñ”
Art. 9003 - 403

ìàêñèìàëüíûé ðàçìåð d 50,8 ìì 
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Ñòàíöèÿ “D”
ìàêñèìàëüíûé ðàçìåð d 88,9 ìì 
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

Ref. Cod.

G046

CD044

BM042

MA043

CH045

90041

4049

E048

9047

6 ÍÀÏÐÀÂËßÞÙÀß ÏÓÀÍÑÎÍÀ

Punch guide

ÏÀÒÐÎÍ ÏÓÀÍÑÎÍÀ

Spigot

ÃÎËÎÂÊÀ ÏÓÀÍÑÎÍÀ

Punch head

ÑÒÀËÊÈÂÀÞÙÀß ÏÐÓÆÈÍÀ

Cone disk springs

ÔÈÊÑÈÐÓÞÙÀß ØÏÎÍÊÀ

Key

ÊÎÌÏËÅÊÒ Â ÑÁÎÐÅ  

(áåç ïóàíñîíà è ñúåìíèêà)

Set ass ’y (without punch and 
stripper plate)

ÌÀÒÐÈÖÀ

Die

ÑÚÅÌÍÈÊ 

Stripper plate

ÏÓÀÍÑÎÍ

PunchPunch

ÍÀÈÌÅÍÎÂÀÍÈÅ / DescriptionRef. Cod.
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

®

© 2007

®
Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

Òåõíè÷åñêèå õàðàêòåðèñòèêè:
- Çàêàëåííûå è îòïóùåííûå íàïðàâëÿþùèå èìåþò ñòàíäàðòíûå óãëû îòñ÷åòà 0°\90° 
- Óãëû îòñ÷åòà 0°\ 135° äëÿ êâàäðàòíûõ ïóàíñîíîâ
- Ìàòðèöû ñ îáëåã÷åííûì îòâîäîì îòõîäîâ ñîãëàñíî äîïîëíèòåëüíûì òðåáîâàíèÿì è
  ñòàíäàðòíûìè óãëàìè îòñ÷åòà 0° \ 90° --  0° \ 135°
- Ãíåçäî øïîíêè íà ìàòðèöå ïîçèöèîíèðóåò åå â îñíîâàíèè, ÷òî ïîçâîëÿåò èçáåæàòü ðàçëîìà 
ìàòðèöû.
- Ïóàíñîíû èç ñòàëè HSS çàêàëèâàþò.
 
Äîïîëíèòåëüíûå âîçìîæíîñòè :

- Âåðñèè äëÿ ïðåññîâ ñ àâòîìàòè÷åñêèì ñìàçûâàíèåì
- Ñïåöèàëüíûå çàêàçû 
- Ïóàíñîí èç ñòàëè SSK äëÿ ïðîáèâêè ìåòàëëà ïîâûøåííîé ïðî÷íîñòè
- Ïîêðûòèå TIN - TIALN
- Âåðñèè óêîðî÷åííûõ ïóàíñîíîâ, ïðèìåíÿåìûõ äëÿ ïóàíñîíîâ íåáîëüøèõ ðàçìåðîâ,
êîòîðûå ïðèâîäÿò ê ðèñêó èõ ïîëîìêè.

Technical notes:
- Hardened, tempered guides with standard references 0°\90° 
- References 0°\135° on square punches
- Anti-scrap dies as per request, standard references 0°\90° - 0°\135°
- Keyways on the dies with rayed bottom in order to avoid initial cracking.
- Hardened HSS punches.

On request :
- Version for machines with automatic lubrication
- Special references
- Special SSK punches for heavy workings
- TIN –TIALN coatings
- Version with guided punch cutting for very small cutting dimensions in order to avoid 
breakings

Ñòàíöèÿ “D”
Art. 9004 - 404

ìàêñèìàëüíûé ðàçìåð d 88,9 ìì 

pag. 2-12



© 2007

®

pag. 2-13

Ñòàíöèÿ “D”
ìàêñèìàëüíûé ðàçìåð d 88,9 ìì 
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

ÔÈÊÑÈÐÓÞÙÀß ØÏÎÍÊÀ

Key

CH04/AV5

ÍÀÏÐÀÂËßÞÙÀß ÏÓÀÍÑÎÍÀ

Punch guide

G04/AV6

ÏÓÀÍÑÎÍ

Punch

9047

ÑÚÅÌÍÈÊ ÄËß ÎÁÐÅÇÊÈ Ñ 

ÓÊÎÐÎ×ÅÍÍÛÌ ÂÐÅÌÅÍÅÌ ÇÀÆÈÌÀ

Stripper plate for cutting collect approach

E04/AV8

ÃÎËÎÂÊÀ ÏÓÀÍÑÎÍÀ

Punch head

BM042

ÊÎÌÏËÅÊÒ Â ÑÁÎÐÅ ÄËß ÎÁÐÅÇÊÈ 
Ñ ÓÊÎÐÎ×ÅÍÍÛÌ ÂÐÅÌÅÍÅÌ ÇÀÆÈÌÀ 
(áåç ïóàíñîíà è ñúåìíèêà)

Set ass’y for cutting collect approach
(without punch and stripper plate )

UT9004/AV1

ÌÀÒÐÈÖÀ ÄËß ÎÁÐÅÇÊÈ Ñ 
ÓÊÎÐÎ×ÅÍÍÛÌ ÂÐÅÌÅÍÅÌ ÇÀÆÈÌÀ

Die for cutting collect approach

404/AV9

ÏÀÒÐÎÍ ÏÓÀÍÑÎÍÀ

Spigot

CD044

ÑÒÀËÊÈÂÀÞÙÀß ÏÐÓÆÈÍÀ

Cone disk springs

MA043

Ref. Cod. ÍÀÈÌÅÍÎÂÀÍÈÅ / Description
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

®

© 2007

®
Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

Òåõíè÷åñêèå õàðàêòåðèñòèêè:
- Ïðåäíàçíà÷åí äëÿ âûðóáàíèÿ ñ çàæèìîì ëèñòà. 
- Çàêàëåííûå è îòïóùåííûå íàïðàâëÿþùèå èìåþò ñòàíäàðòíûå óãëû îòñ÷åòà 0°\90° 
- Ìàòðèöû ñ îáëåã÷åííûì îòâîäîì îòõîäîâ ñîãëàñíî äîïîëíèòåëüíûì òðåáîâàíèÿì è
  ñòàíäàðòíûìè óãëàìè îòñ÷åòà 0° \ 90°
- Ãíåçäî øïîíêè íà ìàòðèöå ïîçèöèîíèðóåò åå â îñíîâàíèè, ÷òî ïîçâîëÿåò èçáåæàòü ðàçëîìà 
ìàòðèöû.
- Ïóàíñîíû èç ñòàëè HSS çàêàëèâàþò.

Äîïîëíèòåëüíûå âîçìîæíîñòè :
- Ïóàíñîí èç ñòàëè SSK äëÿ ïðîáèâêè ìåòàëëà ïîâûøåííîé ïðî÷íîñòè
- Ïîêðûòèå TIN - TIALN

Technical notes:
- Indispensable to carry out punching next to pliers. 
- Hardened, tempered guides with standard references 0°\90° 
- Anti-scrap dies as per request, standard references 0°\90°
- Keyways on the dies with rayed bottom in order to avoid initial cracking.
- Hardened HSS punches 

On request :
- Special SSK punches for heavy workings
- TIN –TIALN coatings

Ñòàíöèÿ “D”
Art. 9004/AV - 404

ìàêñèìàëüíûé ðàçìåð d 88,9 ìì 
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Ñòàíöèÿ “E”
ìàêñèìàëüíûé ðàçìåð d 114,3 ìì 
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

Cod.Ref.

ÍÀÏÐÀÂËßÞÙÀß ÏÓÀÍÑÎÍÀ

Punch guide

G056

ÏÀÒÐÎÍ ÏÓÀÍÑÎÍÀ

Spigot

CD054

ÃÎËÎÂÊÀ ÏÓÀÍÑÎÍÀ

Punch head

BM052

ÑÒÀËÊÈÂÀÞÙÀß ÏÐÓÆÈÍÀ 

Cone disk springs

MA053

ÔÈÊÑÈÐÓÞÙÀß ØÏÎÍÊÀ

Key

CH055

ÊÎÌÏËÅÊÒ Â ÑÁÎÐÅ 

(áåç ïóàíñîíà è ñúåìíèêà)

Set ass ’y (without punch and 
stripper plate)

90051

ÌÀÒÐÈÖÀ

Die

4059

ÑÚÅÌÍÈÊ

Stripper plate

E058

ÏÓÀÍÑÎÍ

Punch

9057

6

Punch

ÍÀÈÌÅÍÎÂÀÍÈÅ / Description
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

®

© 2007

®
Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

Òåõíè÷åñêèå õàðàêòåðèñòèêè:
- Çàêàëåííûå è îòïóùåííûå íàïðàâëÿþùèå èìåþò ñòàíäàðòíûå óãëû îòñ÷åòà 0°\90° 
- Óãëû îòñ÷åòà 0°\ 135° äëÿ êâàäðàòíûõ ïóàíñîíîâ
- Ìàòðèöû ñ îáëåã÷åííûì îòâîäîì îòõîäîâ ñîãëàñíî äîïîëíèòåëüíûì òðåáîâàíèÿì è
  ñòàíäàðòíûìè óãëàìè îòñ÷åòà 0° \ 90° --  0° \ 135°
- Ãíåçäî øïîíêè íà ìàòðèöå ïîçèöèîíèðóåò åå â îñíîâàíèè, ÷òî ïîçâîëÿåò èçáåæàòü ðàçëîìà 
ìàòðèöû.
- Ïóàíñîíû èç ñòàëè HSS çàêàëèâàþò.
 
Äîïîëíèòåëüíûå âîçìîæíîñòè :

- Âåðñèè äëÿ ïðåññîâ ñ àâòîìàòè÷åñêèì ñìàçûâàíèåì
- Ñïåöèàëüíûå çàêàçû 
- Ïóàíñîí èç ñòàëè SSK äëÿ ïðîáèâêè ìåòàëëà ïîâûøåííîé ïðî÷íîñòè
- Ïîêðûòèå TIN - TIALN
- Âåðñèè óêîðî÷åííûõ ïóàíñîíîâ, ïðèìåíÿåìûõ äëÿ ïóàíñîíîâ íåáîëüøèõ ðàçìåðîâ,
êîòîðûå ïðèâîäÿò ê ðèñêó èõ ïîëîìêè.

Technical notes:
- Hardened, tempered guides with standard references 0°\90° 
- References 0°\135° on square punches
- Anti-scrap dies as per request, standard references 0°\90° - 0°\135°
- Keyways on the dies with rayed bottom in order to avoid initial cracking.
- Hardened HSS punches.

On request :
- Version for machines with automatic lubrication
- Special references
- Special SSK punches for heavy workings
- TIN –TIALN coatings
- Version with guided punch cutting for very small cutting dimensions in order to avoid 
breakings

Ñòàíöèÿ “E”
Art. 9005 - 405

ìàêñèìàëüíûé ðàçìåð d 114,3 ìì 
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403

E03

UT003

UT903

Stat. C

404

E04

UT004

UT904

Stat. D

ÑÌÅÍÍÎÅ ËÅÇÂÈÅ

Blade

UT0052

ÏÓÀÍÑÎÍ  
Â ÑÁÎÐÅ

Punch ass’y

UT9051

ÌÀÒÐÈÖÀ

Die

4054

ÑÚÅÌÍÈÊ

Stripper plate

E053

ÍÀÈÌÅÍÎÂÀÍÈÅ / 
Description

Stat. ERef..

50 x 5 80 x 5 110 x 5DIM

© 2007
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ÂÛÐÓÁÍÎÉ ÈÍÑÒÐÓÌÅÍÒ ÑÒÀÍÖÈÈ AMADA
Tooling for thick turret Amada connection

Ðîññèÿ, 197343, ã. Ñàíêò-Ïåòåðáóðã, óë. Áåëîîñòðîâñêàÿ, 22, îô. 310-312, òåë.: +7 812 449 2721 (ìíîãîêàíàëüíûé)

ÑÏÅÖÈÀËÜÍÎÅ ÊÎÍÑÒÐÓÊÒÎÐÑÊÎÅ è ÒÅÕÍÎËÎÃÈ×ÅÑÊÎÅ ÁÞÐÎ 

ÑÊÒÁ

Òåõíè÷åñêèå õàðàêòåðèñòèêè:
- Ïóàíñîí ñî âñòàâíûìè 
âçàèìîçàìåíÿåìûìè ëåçâèÿìè 
- Ëåçâèÿ èç ñòàëè HSS çàêàëåííûå
- Ãíåçäî øïîíêè íà ìàòðèöå 
ïîçèöèîíèðóåò åå â îñíîâàíèè, ÷òî 
ïîçâîëÿåò èçáåæàòü ðàçëîìà ìàòðèöû.
- Ìàòðèöû ñ îáëåã÷åííûì îòâîäîì 
îòõîäîâ ñîãëàñíî äîïîëíèòåëüíûì 
òðåáîâàíèÿì 

Äîïîëíèòåëüíûå âîçìîæíîñòè :
- Ñìåííûå ëåçâèÿ ìîãóò áûòü: 
òðàïåöèåâèäíûå, âèä «ëàñòî÷êèí õâîñò» 
è âèä «çåðíûøêî ðèñà»
- Ëåçâèÿ èç ñòàëè SSK äëÿ âûðóáàíèÿ 
íåðæàâåþùåé ñòàëè
- Ïîêðûòèå TIALN

Technical notes:
- Punches with inserted interchangeable 
blades
- Hardened HSS blades
- Keyways on the dies with rayed bottom in 
order to avoid initial cracking.
- Anti-scrap dies as per request

On request :
- Blades in the micro jointing version : 
trapezoidal, rice grain, dovetail
- SSK blades for stainless steel punching
- TIALN coating



ÄËß ÇÀÌÅÒÎÊ
For notes

®
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